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0.077Volume to Capacity (v/c):

BLevel Of Service:

12.7Delay (sec / veh):

15 minutesAnalysis Period:

HCM 2000Analysis Method:

Two-way stopControl Type:

Intersection 11: Winchester Road at Project Driveway 1

Intersection Level Of Service Report

NoNoNoCrosswalk

0.000.000.00Grade [%]

30.0055.0055.00Speed [mph]

0.000.000.000.000.000.00Exit Pocket Length [ft]

000000No. of Lanes in Exit Pocket

100.00100.00100.00100.00100.00100.00Entry Pocket Length [ft]

000000No. of Lanes in Entry Pocket

12.0012.0012.0012.0012.0012.00Lane Width [ft]

RightLeftThruLeftRightThruTurning Movement

Lane Configuration

WestboundSouthboundNorthboundApproach

Project Driveway 1Winchester RoadWinchester RoadName

Intersection Setup

000Pedestrian Volume [ped/h]

39024340961541Total Analysis Volume [veh/h]

100608024385Total 15-Minute Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Other Adjustment Factor

0.95001.00000.95001.00000.95000.9500Peak Hour Factor

37023120911464Total Hourly Volume [veh/h]

000000Other Volume [veh/h]

000000Existing Site Adjustment Volume [veh/h]

000000Pass-by Trips [veh/h]

000000Diverted Trips [veh/h]

000000Site-Generated Trips [veh/h]

000000In-Process Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Growth Factor

2.002.002.002.002.002.00Heavy Vehicles Percentage [%]

1.00001.00001.00001.00001.00001.0000Base Volume Adjustment Factor

37023120911464Base Volume Input [veh/h]

Project Driveway 1Winchester RoadWinchester RoadName

Volumes

Scenario 13: 13 AM E+C+P

Sky Canyon Retail, Riverside County

Version 2020 (SP 0-3)

Generated with
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BIntersection LOS

0.12d_I, Intersection Delay [s/veh]

BAAApproach LOS

12.710.000.00d_A, Approach Delay [s/veh]

6.240.000.000.000.000.0095th-Percentile Queue Length [ft/ln]

0.250.000.000.000.000.0095th-Percentile Queue Length [veh/ln]

BAAAMovement LOS

12.710.000.000.000.000.00d_M, Delay for Movement [s/veh]

0.080.000.020.000.000.02V/C, Movement V/C Ratio

Movement, Approach, & Intersection Results

000Number of Storage Spaces in Median

NoTwo-Stage Gap Acceptance

000Storage Area [veh]

Flared Lane

StopFreeFreePriority Scheme

Intersection Settings

Scenario 13: 13 AM E+C+P

Sky Canyon Retail, Riverside County

Version 2020 (SP 0-3)

Generated with
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0.005Volume to Capacity (v/c):

ALevel Of Service:

8.9Delay (sec / veh):

15 minutesAnalysis Period:

HCM 6th EditionAnalysis Method:

Two-way stopControl Type:

Intersection 12: Sky Canyon Road at Project Driveway 2

Intersection Level Of Service Report

NoNoNoCrosswalk

0.000.000.00Grade [%]

30.0030.0030.00Speed [mph]

0.000.000.000.000.000.00Exit Pocket Length [ft]

000000No. of Lanes in Exit Pocket

100.00100.00100.00100.00100.00100.00Entry Pocket Length [ft]

000000No. of Lanes in Entry Pocket

12.0012.0012.0012.0012.0012.00Lane Width [ft]

RightLeftRightThruThruLeftTurning Movement

Lane Configuration

EastboundSouthboundNorthboundApproach

Project Driveway 2Sky Canyon RoadSky Canyon RoadName

Intersection Setup

000Pedestrian Volume [ped/h]

05127187Total Analysis Volume [veh/h]

013242Total 15-Minute Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Other Adjustment Factor

0.95000.95000.95000.95000.95000.9500Peak Hour Factor

05117177Total Hourly Volume [veh/h]

000000Other Volume [veh/h]

000000Existing Site Adjustment Volume [veh/h]

000000Pass-by Trips [veh/h]

000000Diverted Trips [veh/h]

000000Site-Generated Trips [veh/h]

000000In-Process Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Growth Factor

2.002.002.002.002.002.00Heavy Vehicles Percentage [%]

1.00001.00001.00001.00001.00001.0000Base Volume Adjustment Factor

05117177Base Volume Input [veh/h]

Project Driveway 2Sky Canyon RoadSky Canyon RoadName

Volumes

Scenario 13: 13 AM E+C+P

Sky Canyon Retail, Riverside County

Version 2020 (SP 0-3)

Generated with
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AIntersection LOS

1.94d_I, Intersection Delay [s/veh]

AAAApproach LOS

8.860.002.03d_A, Approach Delay [s/veh]

0.400.400.000.000.000.3395th-Percentile Queue Length [ft/ln]

0.020.020.000.000.000.0195th-Percentile Queue Length [veh/ln]

AAAAAAMovement LOS

8.398.860.000.000.007.27d_M, Delay for Movement [s/veh]

0.000.010.000.000.000.00V/C, Movement V/C Ratio

Movement, Approach, & Intersection Results

200Number of Storage Spaces in Median

YesTwo-Stage Gap Acceptance

000Storage Area [veh]

NoFlared Lane

StopFreeFreePriority Scheme

Intersection Settings

Scenario 13: 13 AM E+C+P

Sky Canyon Retail, Riverside County

Version 2020 (SP 0-3)

Generated with
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0.006Volume to Capacity (v/c):

ALevel Of Service:

9.2Delay (sec / veh):

15 minutesAnalysis Period:

HCM 6th EditionAnalysis Method:

Two-way stopControl Type:

Intersection 13: Sky Canyon Road at Project Driveway 3

Intersection Level Of Service Report

NoNoNoCrosswalk

0.000.000.00Grade [%]

30.0030.0030.00Speed [mph]

0.000.000.000.000.000.00Exit Pocket Length [ft]

000000No. of Lanes in Exit Pocket

100.00100.00100.00100.00100.00100.00Entry Pocket Length [ft]

000000No. of Lanes in Entry Pocket

12.0012.0012.0012.0012.0012.00Lane Width [ft]

RightLeftRightThruThruLeftTurning Movement

Lane Configuration

EastboundSouthboundNorthboundApproach

Project Driveway 3Sky Canyon RoadSky Canyon RoadName

Intersection Setup

000Pedestrian Volume [ped/h]

695072019Total Analysis Volume [veh/h]

1710255Total 15-Minute Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Other Adjustment Factor

0.95000.95000.95000.95000.95000.9500Peak Hour Factor

665071918Total Hourly Volume [veh/h]

000000Other Volume [veh/h]

000000Existing Site Adjustment Volume [veh/h]

000000Pass-by Trips [veh/h]

000000Diverted Trips [veh/h]

000000Site-Generated Trips [veh/h]

000000In-Process Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Growth Factor

2.002.002.002.002.002.00Heavy Vehicles Percentage [%]

1.00001.00001.00001.00001.00001.0000Base Volume Adjustment Factor

665071918Base Volume Input [veh/h]

Project Driveway 3Sky Canyon RoadSky Canyon RoadName

Volumes

Scenario 13: 13 AM E+C+P

Sky Canyon Retail, Riverside County

Version 2020 (SP 0-3)

Generated with
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AIntersection LOS

6.47d_I, Intersection Delay [s/veh]

AAAApproach LOS

8.630.003.54d_A, Approach Delay [s/veh]

5.595.590.000.000.000.8995th-Percentile Queue Length [ft/ln]

0.220.220.000.000.000.0495th-Percentile Queue Length [veh/ln]

AAAAAAMovement LOS

8.599.220.000.000.007.26d_M, Delay for Movement [s/veh]

0.060.010.000.000.000.01V/C, Movement V/C Ratio

Movement, Approach, & Intersection Results

200Number of Storage Spaces in Median

YesTwo-Stage Gap Acceptance

000Storage Area [veh]

NoFlared Lane

StopFreeFreePriority Scheme

Intersection Settings

Scenario 13: 13 AM E+C+P

Sky Canyon Retail, Riverside County

Version 2020 (SP 0-3)

Generated with
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0.337Volume to Capacity (v/c):

DLevel Of Service:

25.4Delay (sec / veh):

15 minutesAnalysis Period:

HCM 2000Analysis Method:

Two-way stopControl Type:

Intersection 11: Winchester Road at Project Driveway 1

Intersection Level Of Service Report

NoNoNoCrosswalk

0.000.000.00Grade [%]

30.0055.0055.00Speed [mph]

0.000.000.000.000.000.00Exit Pocket Length [ft]

000000No. of Lanes in Exit Pocket

100.00100.00100.00100.00100.00100.00Entry Pocket Length [ft]

000000No. of Lanes in Entry Pocket

12.0012.0012.0012.0012.0012.00Lane Width [ft]

RightLeftThruLeftRightThruTurning Movement

Lane Configuration

WestboundSouthboundNorthboundApproach

Project Driveway 1Winchester RoadWinchester RoadName

Intersection Setup

000Pedestrian Volume [ped/h]

890215901662824Total Analysis Volume [veh/h]

220540042706Total 15-Minute Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Other Adjustment Factor

0.95001.00000.95001.00000.95000.9500Peak Hour Factor

850205101582683Total Hourly Volume [veh/h]

000000Other Volume [veh/h]

000000Existing Site Adjustment Volume [veh/h]

000000Pass-by Trips [veh/h]

000000Diverted Trips [veh/h]

000000Site-Generated Trips [veh/h]

000000In-Process Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Growth Factor

2.002.002.002.002.002.00Heavy Vehicles Percentage [%]

1.00001.00001.00001.00001.00001.0000Base Volume Adjustment Factor

850205101582683Base Volume Input [veh/h]

Project Driveway 1Winchester RoadWinchester RoadName

Volumes

Scenario 14: 14 PM E+C+P

Sky Canyon Retail, Riverside County

Version 2020 (SP 0-3)

Generated with
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DIntersection LOS

0.43d_I, Intersection Delay [s/veh]

DAAApproach LOS

25.390.000.00d_A, Approach Delay [s/veh]

35.750.000.000.000.000.0095th-Percentile Queue Length [ft/ln]

1.430.000.000.000.000.0095th-Percentile Queue Length [veh/ln]

DAAAMovement LOS

25.390.000.000.000.000.00d_M, Delay for Movement [s/veh]

0.340.000.020.000.000.03V/C, Movement V/C Ratio

Movement, Approach, & Intersection Results

000Number of Storage Spaces in Median

NoTwo-Stage Gap Acceptance

000Storage Area [veh]

Flared Lane

StopFreeFreePriority Scheme

Intersection Settings

Scenario 14: 14 PM E+C+P

Sky Canyon Retail, Riverside County

Version 2020 (SP 0-3)

Generated with
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0.010Volume to Capacity (v/c):

ALevel Of Service:

9.1Delay (sec / veh):

15 minutesAnalysis Period:

HCM 6th EditionAnalysis Method:

Two-way stopControl Type:

Intersection 12: Sky Canyon Road at Project Driveway 2

Intersection Level Of Service Report

NoNoNoCrosswalk

0.000.000.00Grade [%]

30.0030.0030.00Speed [mph]

0.000.000.000.000.000.00Exit Pocket Length [ft]

000000No. of Lanes in Exit Pocket

100.00100.00100.00100.00100.00100.00Entry Pocket Length [ft]

000000No. of Lanes in Entry Pocket

12.0012.0012.0012.0012.0012.00Lane Width [ft]

RightLeftRightThruThruLeftTurning Movement

Lane Configuration

EastboundSouthboundNorthboundApproach

Project Driveway 2Sky Canyon RoadSky Canyon RoadName

Intersection Setup

000Pedestrian Volume [ped/h]

0917424812Total Analysis Volume [veh/h]

02411123Total 15-Minute Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Other Adjustment Factor

0.95000.95000.95000.95000.95000.9500Peak Hour Factor

0916404611Total Hourly Volume [veh/h]

000000Other Volume [veh/h]

000000Existing Site Adjustment Volume [veh/h]

000000Pass-by Trips [veh/h]

000000Diverted Trips [veh/h]

000000Site-Generated Trips [veh/h]

000000In-Process Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Growth Factor

2.002.002.002.002.002.00Heavy Vehicles Percentage [%]

1.00001.00001.00001.00001.00001.0000Base Volume Adjustment Factor

0916404611Base Volume Input [veh/h]

Project Driveway 2Sky Canyon RoadSky Canyon RoadName

Volumes

Scenario 14: 14 PM E+C+P

Sky Canyon Retail, Riverside County

Version 2020 (SP 0-3)

Generated with
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AIntersection LOS

1.33d_I, Intersection Delay [s/veh]

AAAApproach LOS

9.090.001.47d_A, Approach Delay [s/veh]

0.770.770.000.000.000.5995th-Percentile Queue Length [ft/ln]

0.030.030.000.000.000.0295th-Percentile Queue Length [veh/ln]

AAAAAAMovement LOS

8.519.090.000.000.007.35d_M, Delay for Movement [s/veh]

0.000.010.000.000.000.01V/C, Movement V/C Ratio

Movement, Approach, & Intersection Results

200Number of Storage Spaces in Median

YesTwo-Stage Gap Acceptance

000Storage Area [veh]

NoFlared Lane

StopFreeFreePriority Scheme

Intersection Settings

Scenario 14: 14 PM E+C+P

Sky Canyon Retail, Riverside County

Version 2020 (SP 0-3)

Generated with
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0.011Volume to Capacity (v/c):

ALevel Of Service:

9.8Delay (sec / veh):

15 minutesAnalysis Period:

HCM 6th EditionAnalysis Method:

Two-way stopControl Type:

Intersection 13: Sky Canyon Road at Project Driveway 3

Intersection Level Of Service Report

NoNoNoCrosswalk

0.000.000.00Grade [%]

30.0030.0030.00Speed [mph]

0.000.000.000.000.000.00Exit Pocket Length [ft]

000000No. of Lanes in Exit Pocket

100.00100.00100.00100.00100.00100.00Entry Pocket Length [ft]

000000No. of Lanes in Entry Pocket

12.0012.0012.0012.0012.0012.00Lane Width [ft]

RightLeftRightThruThruLeftTurning Movement

Lane Configuration

EastboundSouthboundNorthboundApproach

Project Driveway 3Sky Canyon RoadSky Canyon RoadName

Intersection Setup

000Pedestrian Volume [ped/h]

14490425131Total Analysis Volume [veh/h]

362011138Total 15-Minute Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Other Adjustment Factor

0.95000.95000.95000.95000.95000.9500Peak Hour Factor

13790404829Total Hourly Volume [veh/h]

000000Other Volume [veh/h]

000000Existing Site Adjustment Volume [veh/h]

000000Pass-by Trips [veh/h]

000000Diverted Trips [veh/h]

000000Site-Generated Trips [veh/h]

000000In-Process Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Growth Factor

2.002.002.002.002.002.00Heavy Vehicles Percentage [%]

1.00001.00001.00001.00001.00001.0000Base Volume Adjustment Factor

13790404829Base Volume Input [veh/h]

Project Driveway 3Sky Canyon RoadSky Canyon RoadName

Volumes

Scenario 14: 14 PM E+C+P

Sky Canyon Retail, Riverside County

Version 2020 (SP 0-3)

Generated with
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AIntersection LOS

5.83d_I, Intersection Delay [s/veh]

AAAApproach LOS

9.070.002.78d_A, Approach Delay [s/veh]

12.9212.920.000.000.001.5195th-Percentile Queue Length [ft/ln]

0.520.520.000.000.000.0695th-Percentile Queue Length [veh/ln]

AAAAAAMovement LOS

9.029.830.000.000.007.35d_M, Delay for Movement [s/veh]

0.140.010.000.000.000.02V/C, Movement V/C Ratio

Movement, Approach, & Intersection Results

200Number of Storage Spaces in Median

YesTwo-Stage Gap Acceptance

000Storage Area [veh]

NoFlared Lane

StopFreeFreePriority Scheme

Intersection Settings

Scenario 14: 14 PM E+C+P

Sky Canyon Retail, Riverside County

Version 2020 (SP 0-3)

Generated with
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0.079Volume to Capacity (v/c):

BLevel Of Service:

12.9Delay (sec / veh):

15 minutesAnalysis Period:

HCM 2000Analysis Method:

Two-way stopControl Type:

Intersection 11: Winchester Road at Project Driveway 1

Intersection Level Of Service Report

NoNoNoCrosswalk

0.000.000.00Grade [%]

30.0055.0055.00Speed [mph]

0.000.000.000.000.000.00Exit Pocket Length [ft]

000000No. of Lanes in Exit Pocket

100.00100.00100.00100.00100.00100.00Entry Pocket Length [ft]

000000No. of Lanes in Entry Pocket

12.0012.0012.0012.0012.0012.00Lane Width [ft]

RightLeftThruLeftRightThruTurning Movement

Lane Configuration

WestboundSouthboundNorthboundApproach

Project Driveway 1Winchester RoadWinchester RoadName

Intersection Setup

000Pedestrian Volume [ped/h]

39025210961592Total Analysis Volume [veh/h]

100630024398Total 15-Minute Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Other Adjustment Factor

0.95001.00000.95001.00000.95000.9500Peak Hour Factor

37023950911512Total Hourly Volume [veh/h]

000000Other Volume [veh/h]

000000Existing Site Adjustment Volume [veh/h]

000000Pass-by Trips [veh/h]

000000Diverted Trips [veh/h]

000000Site-Generated Trips [veh/h]

000000In-Process Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Growth Factor

2.002.002.002.002.002.00Heavy Vehicles Percentage [%]

1.00001.00001.00001.00001.00001.0000Base Volume Adjustment Factor

37023950911512Base Volume Input [veh/h]

Project Driveway 1Winchester RoadWinchester RoadName

Volumes

Scenario 7: 7 AM E+A+P+C

Sky Canyon Retail, Riverside County

Version 2020 (SP 0-3)

Generated with
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BIntersection LOS

0.12d_I, Intersection Delay [s/veh]

BAAApproach LOS

12.930.000.00d_A, Approach Delay [s/veh]

6.410.000.000.000.000.0095th-Percentile Queue Length [ft/ln]

0.260.000.000.000.000.0095th-Percentile Queue Length [veh/ln]

BAAAMovement LOS

12.930.000.000.000.000.00d_M, Delay for Movement [s/veh]

0.080.000.030.000.000.02V/C, Movement V/C Ratio

Movement, Approach, & Intersection Results

000Number of Storage Spaces in Median

NoTwo-Stage Gap Acceptance

000Storage Area [veh]

Flared Lane

StopFreeFreePriority Scheme

Intersection Settings

Scenario 7: 7 AM E+A+P+C

Sky Canyon Retail, Riverside County

Version 2020 (SP 0-3)

Generated with
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0.005Volume to Capacity (v/c):

ALevel Of Service:

8.9Delay (sec / veh):

15 minutesAnalysis Period:

HCM 6th EditionAnalysis Method:

Two-way stopControl Type:

Intersection 12: Sky Canyon Road at Project Driveway 2

Intersection Level Of Service Report

NoNoNoCrosswalk

0.000.000.00Grade [%]

30.0030.0030.00Speed [mph]

0.000.000.000.000.000.00Exit Pocket Length [ft]

000000No. of Lanes in Exit Pocket

100.00100.00100.00100.00100.00100.00Entry Pocket Length [ft]

000000No. of Lanes in Entry Pocket

12.0012.0012.0012.0012.0012.00Lane Width [ft]

RightLeftRightThruThruLeftTurning Movement

Lane Configuration

EastboundSouthboundNorthboundApproach

Project Driveway 2Sky Canyon RoadSky Canyon RoadName

Intersection Setup

000Pedestrian Volume [ped/h]

05127187Total Analysis Volume [veh/h]

013242Total 15-Minute Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Other Adjustment Factor

0.95000.95000.95000.95000.95000.9500Peak Hour Factor

05117177Total Hourly Volume [veh/h]

000000Other Volume [veh/h]

000000Existing Site Adjustment Volume [veh/h]

000000Pass-by Trips [veh/h]

000000Diverted Trips [veh/h]

000000Site-Generated Trips [veh/h]

000000In-Process Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Growth Factor

2.002.002.002.002.002.00Heavy Vehicles Percentage [%]

1.00001.00001.00001.00001.00001.0000Base Volume Adjustment Factor

05117177Base Volume Input [veh/h]

Project Driveway 2Sky Canyon RoadSky Canyon RoadName

Volumes

Scenario 7: 7 AM E+A+P+C

Sky Canyon Retail, Riverside County

Version 2020 (SP 0-3)

Generated with
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AIntersection LOS

1.94d_I, Intersection Delay [s/veh]

AAAApproach LOS

8.860.002.03d_A, Approach Delay [s/veh]

0.400.400.000.000.000.3395th-Percentile Queue Length [ft/ln]

0.020.020.000.000.000.0195th-Percentile Queue Length [veh/ln]

AAAAAAMovement LOS

8.398.860.000.000.007.27d_M, Delay for Movement [s/veh]

0.000.010.000.000.000.00V/C, Movement V/C Ratio

Movement, Approach, & Intersection Results

200Number of Storage Spaces in Median

YesTwo-Stage Gap Acceptance

000Storage Area [veh]

NoFlared Lane

StopFreeFreePriority Scheme

Intersection Settings

Scenario 7: 7 AM E+A+P+C

Sky Canyon Retail, Riverside County

Version 2020 (SP 0-3)

Generated with
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0.006Volume to Capacity (v/c):

ALevel Of Service:

9.2Delay (sec / veh):

15 minutesAnalysis Period:

HCM 6th EditionAnalysis Method:

Two-way stopControl Type:

Intersection 13: Sky Canyon Road at Project Driveway 3

Intersection Level Of Service Report

NoNoNoCrosswalk

0.000.000.00Grade [%]

30.0030.0030.00Speed [mph]

0.000.000.000.000.000.00Exit Pocket Length [ft]

000000No. of Lanes in Exit Pocket

100.00100.00100.00100.00100.00100.00Entry Pocket Length [ft]

000000No. of Lanes in Entry Pocket

12.0012.0012.0012.0012.0012.00Lane Width [ft]

RightLeftRightThruThruLeftTurning Movement

Lane Configuration

EastboundSouthboundNorthboundApproach

Project Driveway 3Sky Canyon RoadSky Canyon RoadName

Intersection Setup

000Pedestrian Volume [ped/h]

695072019Total Analysis Volume [veh/h]

1710255Total 15-Minute Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Other Adjustment Factor

0.95000.95000.95000.95000.95000.9500Peak Hour Factor

665071918Total Hourly Volume [veh/h]

000000Other Volume [veh/h]

000000Existing Site Adjustment Volume [veh/h]

000000Pass-by Trips [veh/h]

000000Diverted Trips [veh/h]

000000Site-Generated Trips [veh/h]

000000In-Process Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Growth Factor

2.002.002.002.002.002.00Heavy Vehicles Percentage [%]

1.00001.00001.00001.00001.00001.0000Base Volume Adjustment Factor

665071918Base Volume Input [veh/h]

Project Driveway 3Sky Canyon RoadSky Canyon RoadName

Volumes

Scenario 7: 7 AM E+A+P+C

Sky Canyon Retail, Riverside County

Version 2020 (SP 0-3)

Generated with
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AIntersection LOS

6.47d_I, Intersection Delay [s/veh]

AAAApproach LOS

8.630.003.54d_A, Approach Delay [s/veh]

5.595.590.000.000.000.8995th-Percentile Queue Length [ft/ln]

0.220.220.000.000.000.0495th-Percentile Queue Length [veh/ln]

AAAAAAMovement LOS

8.599.220.000.000.007.26d_M, Delay for Movement [s/veh]

0.060.010.000.000.000.01V/C, Movement V/C Ratio

Movement, Approach, & Intersection Results

200Number of Storage Spaces in Median

YesTwo-Stage Gap Acceptance

000Storage Area [veh]

NoFlared Lane

StopFreeFreePriority Scheme

Intersection Settings

Scenario 7: 7 AM E+A+P+C

Sky Canyon Retail, Riverside County

Version 2020 (SP 0-3)

Generated with
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0.355Volume to Capacity (v/c):

DLevel Of Service:

27.0Delay (sec / veh):

15 minutesAnalysis Period:

HCM 2000Analysis Method:

Two-way stopControl Type:

Intersection 11: Winchester Road at Project Driveway 1

Intersection Level Of Service Report

NoNoNoCrosswalk

0.000.000.00Grade [%]

30.0055.0055.00Speed [mph]

0.000.000.000.000.000.00Exit Pocket Length [ft]

000000No. of Lanes in Exit Pocket

100.00100.00100.00100.00100.00100.00Entry Pocket Length [ft]

000000No. of Lanes in Entry Pocket

12.0012.0012.0012.0012.0012.00Lane Width [ft]

RightLeftThruLeftRightThruTurning Movement

Lane Configuration

WestboundSouthboundNorthboundApproach

Project Driveway 1Winchester RoadWinchester RoadName

Intersection Setup

000Pedestrian Volume [ped/h]

890222801662925Total Analysis Volume [veh/h]

220557042731Total 15-Minute Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Other Adjustment Factor

0.95001.00000.95001.00000.95000.9500Peak Hour Factor

850211701582779Total Hourly Volume [veh/h]

000000Other Volume [veh/h]

000000Existing Site Adjustment Volume [veh/h]

000000Pass-by Trips [veh/h]

000000Diverted Trips [veh/h]

000000Site-Generated Trips [veh/h]

000000In-Process Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Growth Factor

2.002.002.002.002.002.00Heavy Vehicles Percentage [%]

1.00001.00001.00001.00001.00001.0000Base Volume Adjustment Factor

850211701582779Base Volume Input [veh/h]

Project Driveway 1Winchester RoadWinchester RoadName

Volumes
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DIntersection LOS

0.44d_I, Intersection Delay [s/veh]

DAAApproach LOS

27.030.000.00d_A, Approach Delay [s/veh]

38.320.000.000.000.000.0095th-Percentile Queue Length [ft/ln]

1.530.000.000.000.000.0095th-Percentile Queue Length [veh/ln]

DAAAMovement LOS

27.030.000.000.000.000.00d_M, Delay for Movement [s/veh]

0.350.000.020.000.000.03V/C, Movement V/C Ratio

Movement, Approach, & Intersection Results

000Number of Storage Spaces in Median

NoTwo-Stage Gap Acceptance

000Storage Area [veh]

Flared Lane

StopFreeFreePriority Scheme

Intersection Settings
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0.010Volume to Capacity (v/c):

ALevel Of Service:

9.1Delay (sec / veh):

15 minutesAnalysis Period:

HCM 6th EditionAnalysis Method:

Two-way stopControl Type:

Intersection 12: Sky Canyon Road at Project Driveway 2

Intersection Level Of Service Report

NoNoNoCrosswalk

0.000.000.00Grade [%]

30.0030.0030.00Speed [mph]

0.000.000.000.000.000.00Exit Pocket Length [ft]

000000No. of Lanes in Exit Pocket

100.00100.00100.00100.00100.00100.00Entry Pocket Length [ft]

000000No. of Lanes in Entry Pocket

12.0012.0012.0012.0012.0012.00Lane Width [ft]

RightLeftRightThruThruLeftTurning Movement

Lane Configuration

EastboundSouthboundNorthboundApproach

Project Driveway 2Sky Canyon RoadSky Canyon RoadName

Intersection Setup

000Pedestrian Volume [ped/h]

0917444912Total Analysis Volume [veh/h]

02411123Total 15-Minute Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Other Adjustment Factor

0.95000.95000.95000.95000.95000.9500Peak Hour Factor

0916424711Total Hourly Volume [veh/h]

000000Other Volume [veh/h]

000000Existing Site Adjustment Volume [veh/h]

000000Pass-by Trips [veh/h]

000000Diverted Trips [veh/h]

000000Site-Generated Trips [veh/h]

000000In-Process Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Growth Factor

2.002.002.002.002.002.00Heavy Vehicles Percentage [%]

1.00001.00001.00001.00001.00001.0000Base Volume Adjustment Factor

0916424711Base Volume Input [veh/h]

Project Driveway 2Sky Canyon RoadSky Canyon RoadName

Volumes
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AIntersection LOS

1.30d_I, Intersection Delay [s/veh]

AAAApproach LOS

9.100.001.45d_A, Approach Delay [s/veh]

0.770.770.000.000.000.5995th-Percentile Queue Length [ft/ln]

0.030.030.000.000.000.0295th-Percentile Queue Length [veh/ln]

AAAAAAMovement LOS

8.519.100.000.000.007.36d_M, Delay for Movement [s/veh]

0.000.010.000.000.000.01V/C, Movement V/C Ratio

Movement, Approach, & Intersection Results

200Number of Storage Spaces in Median

YesTwo-Stage Gap Acceptance

000Storage Area [veh]

NoFlared Lane

StopFreeFreePriority Scheme

Intersection Settings
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0.011Volume to Capacity (v/c):

ALevel Of Service:

9.8Delay (sec / veh):

15 minutesAnalysis Period:

HCM 6th EditionAnalysis Method:

Two-way stopControl Type:

Intersection 13: Sky Canyon Road at Project Driveway 3

Intersection Level Of Service Report

NoNoNoCrosswalk

0.000.000.00Grade [%]

30.0030.0030.00Speed [mph]

0.000.000.000.000.000.00Exit Pocket Length [ft]

000000No. of Lanes in Exit Pocket

100.00100.00100.00100.00100.00100.00Entry Pocket Length [ft]

000000No. of Lanes in Entry Pocket

12.0012.0012.0012.0012.0012.00Lane Width [ft]

RightLeftRightThruThruLeftTurning Movement

Lane Configuration

EastboundSouthboundNorthboundApproach

Project Driveway 3Sky Canyon RoadSky Canyon RoadName

Intersection Setup

000Pedestrian Volume [ped/h]

14490445231Total Analysis Volume [veh/h]

362011138Total 15-Minute Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Other Adjustment Factor

0.95000.95000.95000.95000.95000.9500Peak Hour Factor

13790424929Total Hourly Volume [veh/h]

000000Other Volume [veh/h]

000000Existing Site Adjustment Volume [veh/h]

000000Pass-by Trips [veh/h]

000000Diverted Trips [veh/h]

000000Site-Generated Trips [veh/h]

000000In-Process Volume [veh/h]

1.00001.00001.00001.00001.00001.0000Growth Factor

2.002.002.002.002.002.00Heavy Vehicles Percentage [%]

1.00001.00001.00001.00001.00001.0000Base Volume Adjustment Factor

13790424929Base Volume Input [veh/h]

Project Driveway 3Sky Canyon RoadSky Canyon RoadName

Volumes

Scenario 8: 8 PM E+A+P+C

Sky Canyon Retail, Riverside County

Version 2020 (SP 0-3)

Generated with

D-39



AIntersection LOS

5.77d_I, Intersection Delay [s/veh]

AAAApproach LOS

9.080.002.75d_A, Approach Delay [s/veh]

12.9412.940.000.000.001.5295th-Percentile Queue Length [ft/ln]

0.520.520.000.000.000.0695th-Percentile Queue Length [veh/ln]

AAAAAAMovement LOS

9.039.840.000.000.007.35d_M, Delay for Movement [s/veh]

0.140.010.000.000.000.02V/C, Movement V/C Ratio

Movement, Approach, & Intersection Results

200Number of Storage Spaces in Median

YesTwo-Stage Gap Acceptance

000Storage Area [veh]

NoFlared Lane

StopFreeFreePriority Scheme

Intersection Settings
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